
Frequency 1

Frequency kHz100248.3 Intensity Lines

2158 1E+05

IACS 50 Depth Intensity Length

kHz Permability 1 Y X1 X2 1

Standard Depth0.294795 0.01 1 0.5 1.5 1 0.01 0.5 0.5 1.5

Conductivity (IACS) Effective Depth0.884385 0.098265054 0.72 0.641734345 1.358266 1 0.01 1.5

50 0.196530109 0.51 0.74329144 1.256709 1

Corrosion F90 2.5 0.5 0.294795163 0.37 0.816060279 1.18394 1 0.098265 0.641734

Tube F90 1.82 0.5 0.442192744 0.22 0.88843492 1.111565 1 0.098265 1.358266

0.589590326 0.14 0.932332358 1.067668 1

Thickness 2 20 0.884385489 0.05 0.975106466 1.024894 1 0.19653 0.743291

Permeability Part 1.179180651 0.02 0.990842181 1.009158 1 0.19653 1.256709

1 Top 1.473975814 0.01 0.996631027 1.003369 1

X Y 2.06356614 0 0.999544059 1.000456 1 0.294795 0.81606

0.1 0 0.294795 1.18394

1.9 0

Bottom 0.442193 0.888435

Thickness (mm) 0.1 2 0.442193 1.111565

2 1.9 2

Left 0.58959 0.932332

0.1 0 0.58959 1.067668

0.1 2
Right

1.9 0

1.9 2
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Standard Depth 37% Effective Depth 5% f90 Thickness f90 Tube




